
130 CEDAR STREET
EXISTING FACADE

QUANTITY  TAKE-OFFS
5/18/2005

length of 
façade

width of 
window 
bay

width of 
pilaster

Total 
surface area 
not including 

parapet

Existing 
Parapet 
length

Existing 
parapet area

Brick Spandrel 
width 4-12

 Brick 
Spandrel 

area

Brick 
Pilaster 

width

Brick 
Pilaster area 

4-12

Existing 
Window 
area (4-12)

lf lf sf lf sf s.f.

NORTH - CEDAR 60.6 41.0 19.6 8,557.0 130.0 455.0 346.5 1,212.8 174.0 2,166.9 2,945.3
EAST - WASHINGTON 151.8 104.0 47.8 21,680.0 297.0 1,039.5 914.3 3,199.9 454.0 5,638.2 7,771.1
Albany corner 9.2 3.6 5.6 1,272.2 7.8 27.3 33.0 115.5 45.6 569.2 280.5
SOUTH - ALBANY 70.7 47.3 23.4 11,142.0 138.0 483.0 413.5 1,447.2 219.5 2,727.8 3,514.7

292.2 195.9 96.4 42,651.2 572.8 2,004.8 1,707.2 5,975.3 893.1 11,102.1 14,511.5

WEST  - 90W COURT 53.3 16.0 37.3 6,000.0 124.0 434.0 144.0 504.0 na 3,432.0 1,224.0
Building Totals 48,651.2 696.8 2,438.8 1,851.2 6,479.3 893.1 14,534.1 15,735.5

Total surface area 
including parapets 51,090.0

Exposed Facades

EXISTING BRICK AREA



130 CEDAR STREET
EXISTING FACADE

QUANTITY  TAKE-OFFS
5/18/2005

Floors 1- 3 
fls facade 
area (bottom 
33'-0")

Floors 1-3 
concrete 
pilasters 
area/stone 

1st & 2nd floor 
area/window - 
existing

2nd & 3rd 
floor 
spandrels

3rd floor 
windows

Future 
Parapet 
length

Min. 
window 
require. 
10% fl3-8

Proposed 
new 
windows 
openings 
(west)

Proposed 
curtain 
wall 4-12

Proposed 
storefront 
windows 1 
&2

s.f.

1,999.1 638.3 840.5 287.0 348.5 30.0 4,158.0 963.5
5,010.4 1,549.0 2,132.0 728.0 884.0 208.0 10,971.0 2,444.0

302.3 178.8 73.8 25.2 30.6 396.0 84.6
2,332.0 761.2 968.6 330.8 401.6 97.0 4,961.9 1,110.4
9,643.8 3,127.2 4,014.9 1,371.0 1,664.7 335.0 20,486.9 4,602.5

0.0 0.0 0.0 172.0 840.0
9,643.8 3,127.2 4,014.9 507.0

EXISTING CONCRETE PANEL/STOREFRONT


